
Date Inspector 
1/28/2025 JH
2/7/2025 MVP
3/4/2025 MVP

3/10/2025 BR
4/3/2025 BR

7/14/2025 MVP

7/18/2025 MVP
7/22/2025 MVP
7/31/2025 MVP
8/19/2025 BR
8/29/2025 BR
9/3/2025 MVP

9/11/2025 MVP
9/26/2025 BR
10/3/2025 MVP

10/17/2025 BR
10/23/2025 BR
10/28/2025 BR
10/31/2025 BR
11/6/2025 BR

Remedial Action Operating Log - Martin Middle School (MMS) - 111 Brown Street, East Providence, RI
Observations 

North Field is undergoing utility trench work, capping has not started. 
North Field is undergoing utility trench work, capping has not started. No significant changes noted.
North Field is undergoing utility trench work, capping has not started. No significant changes noted.

No significant changed noted. 
Pad mounted generator installation is complete. Utility work is still in progress.

Impacted soils have been dispered and mounded. The geotextile fabric had been applied, and Catalano was contracted to import the first 6 inches of 
clean capping material. Subgrade materials have been placed within the sidewalk areas. 

Work is continued, construction of the concrete sidewalk has started. 
No significant changed noted. 
No significant changed noted. 

First 2" of asphalt pavement along the southern portion of the North Field has started. Yard Works has began to bring in material. 
Capping work is continued, no significant changes. 
Capping work is continued, no significant changes. 

Final inspection, all areas have been capped with one of the RIDEM approved remedies, and in accordance with the RAWP. 

Capping work is continued,  the roadway curbing has been installed, no other significant changes. 
Capping work is continued, no significant changes. 

Catalano has completed placement of the first 6" of clean loam cap. 

Paving, and sidewalks have been completed. The soil cap has been completed and hydroseed was applied. 

Capping work is continued, no significant changes. 

Paving, and sidewalks have been completed. The soil cap has been completed and hydroseed was applied. 
Trees/shrubery has been planning in north field, on top of filter fabric and mounded with additional soil thickness. Paving of final 2" of aphalt has 


